CORMAX

CMX Series

VERTICAL MACHINING CENTERS

HIGH PERFORMANCE | PRECISION MACHINING

= BUILD FOR PRECISION.
DESIGNED FOR PERFORMANCE

ENGINEERED FOR EXCELLENCE




Specification Unit CMX-15581

X-Axis Travel mm 1550

Y-Axis Travel mm 810

Z-Axis Travel mm 810

Spindle Nose to Table Surface mm 150-960

Table Size mm 1700 x 810
Maximum Table Load kg 2000

Table T-Slot mm 5x18/7x22
Spindle Speed rpm 6000
Mitsubishi Motor Power kw 15-18

Fanuc Motor Power kW 15-18

Spindle Taper — BT 50

Rapid Traverse Rate m/min X&Y:—24/27.—-20
Cutting Feed Rate m/min 10

Tool Nos. Capacity nos 24

CHANGER TYPE STANDARD - ARM TYPE

Max. Tool Weight kg 7 (20)
Positioning Accuracy mm +0.010
Positioning Repeatability mm +0.007

Machine Weight with ATC (STD M/C) Approx kg 12500

Power Requirement kVA 30

X-Axis LM / Ball Screw (P x D) mm 45X4 Rail (6Block)/ 40 x 10
Y-Axis LM / Ball Screw (P x D) mm 45X4 Rail (6Block)/ 40 x 10
Z-Axis LM / Ball Screw (P x D) mm 45X4 Rail (6Block)/ 40 x 10
DIMENSIONS-LXWXH MM 4050X3400X3600

With Z-axis Pneumatic Balancer

OPTIONAL:
e Chip Conveyor ¢ Spindle Through Coolant ¢ Oil Chiller
e Stabilizer e BT-50 Spindle e 12000 RPM Spindle
e Auto Door e 4th & 5th Axis Table
e Pallet. Changer e Tool Probe
NOTE:

Specifications and features are subjected to change without prior notice. Please refer the offer document,as precedence.
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VIMIC SERIES

VERTICAL MACHINING CENTER

(GET IN

OUR GRAPHITE MACHINING MODEL IN VMC
WITH VACCUM DUST COLLECTOR

RAISE MACHINE TOOLS PVT. LTD.

ONE-STOP SOLUTION FOR ALL TOOL ROOM MACHINES.
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Plot No. 79/1/B, Telco Road,
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MIDC, Bhosari, Pune,
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OUR TECH CENTER
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